THE

Terminator Coulter & Suspension
Adjustment

Machine suspension settings

(Thread Stainless Steel linkage into yoke to raise ride height)

(RED)
1. Park machine on concrete
2. Start machine and take off park brake

3. Adjust the front suspension linkage to set ride height to 59"

to center of lower cylinder bolt on front suspension cylinders
(BLUE)

4. Adjust rear suspension linkage to set rear ride height to 59.5"

to center of lower cylinder bolt on rear suspension cylinders

(BLUE)

Coulter settings
2 x floor jacks
1. Lower coulters to about 6" off of ground
2. Put floor jack under each coulter on 1 side and lift until
opposite side coulters touch the ground
3. Loosen all mounting bolts on front coulter
4. Raise the stem to 4" of stem above top of bracket
5. Tighten bolts
6. Loosen back coulter and slide down 2" until top of Shank is
even with the top of the mounting bracket.
7. Tighten bolts
8. Adjust steel strap that connects front and back Shank to 3.5"
below the bottom of fiberglass arm on front and rear shanks.



Coulter check valve adjustment
5/16" Allen wrench and a crescent wrench
1. Loosen jamb nut
2. Turn Allen set screw out 1.75 turns
3. Tighten jamb nut

Coulter height sensor adjustment
(Thread rod into yoke to lower number displayed)
1. Fully raise coulters
2. Setright and left stroke sensors to read 9950 on JOYSTICK
screen (YELLOW)

Adjust the following monitor settings on their

2024 T3
1. Hydraulic speed settings
#41 set to 750
2. Position settings
#20 & #23 set to 7007?77
#21 & #24 set to 1000?72
3. Save settings to SD card
4. (1/2" wrench) Adjust the stroke sensors on both right and left
coulters to 9950ish in fully raised position. This can be viewed
by going to the joystick screen.
5. Check the front Hydraulic suspension cylinders for about 2.5"
of chrome cylinder ram showing

Hydraulic block settings

Tools needed
5/16" Allen wrench
Crescent wrench
1. Loosen jamb nut
2. Turn Allen set screw in 2.25 turns
3. Tighten jamb nut



Coulter shanks settings

Tools needed
15/16" deep well socket
1/2" drive impact wrench
2 x floor jacks
1. Lower coulters to about 6" off of ground
2. Put floor jack under each coulter on 1 side and lift until
opposite side coulters touch the ground
3. Loosen all mounting bolts on front coulter
4. Raise the stem 2" to 4" of stem above top of bracket
5. Tighten bolts
6. Loosen back coulter and slide down 2" until top of Shank is
even with the top of the mounting bracket.
7. Tighten bolts
8. Adjust steel strap that connects front and back Shank to 3.5"
below the bottom of fiberglass arm on front and rear shanks.
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